

<< Farm Name >> ORCHARD LADDER INSPECTION FORM

Inspected By: __________________________________ 

Date: _____________________

	LADDER IDENTIFICATION: _______________________________________
	OK
	N/A
	Repair

	GENERAL LADDER PARTS 
	
	
	

	Safe working load is attached to the ladder side rail.
	
	
	

	All parts are in place.
	
	
	

	Rungs and side rails are free of defects (cracks, dents, bends, breaks, splits, sharp edges, corrosion, rust, exposed fibreglass, rot, decay or excessive wear)
	
	
	

	Rungs and steps are free of mud, grease, oil, wet paint, snow or other slippery substances.
	
	
	

	Rungs, steps and side rails are connected securely.
	
	
	

	Bolts, rivets, nails and screws are secure.
	
	
	

	Moving parts move freely without binding or too much play.
	
	
	

	Check Top & Bottom portion of the rivets.
	
	
	

	Top cap tightly connected with side rails and hinge connection of the tripod leg.
	
	
	

	Tripod leg not able to bend.
	
	
	

	Tripod leg is free of cracks and dents.
	
	
	

	Footplate is free of cracks, dents, & rust.
	
	
	

	Manufacturers manual available.
	
	
	


Comments: ___________________________________________________________________________________

__________________________________________________________________________________________________________________________________________________________________________________________
DISCLAIMER: This policy sheet example is provided by Farm Safety Nova Scotia as a general overview for information purposes only. Farmers are responsible for modifying the example to suit each individual farm.

